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The structural materials for use in Accelerator Driven Systems must be able to
withstand high doses in a high energy (> 20 MeV) proton and neutron flux at
various temperatures from 200 to 600°C. Irradiation of materialsin such ahigh
energy spectra not only produces displacement damage in the lattice but also
produces hydrogen and helium from spallation. This damage can result in
deleterious effects on mechanical properties.

To qualify materials for use in the Advanced Fuel Cycle Initiative (AFCI), an
aggressive program has been constructed to measure materials properties after
irradiation in a high energy proton beam and to construct the Materials Test
Station (MTS) at Los Alamos to irradiate materials in prototypic AFCI fluxes
and irradiation temperatures and test target concepts. Recent results of high
temperature compression, 3 pt. Bend, tensile, shear punch testing of Mod 9Cr-
1Mo, 316L, tungsten and tantalum will be presented at testing temperatures
from room temperature to 500°C. In addition, plans for future testing and
construction of the MTS will be discussed.

Thiswork is funded by the US Department of Energy.

1. Introduction

Recently, many programs have shown a need for data on the effects of high
energy protons and spallation neutrons on the properties of materials. In an
attempt to satisfy these needs, irradiation programs were undertaken at the Los
Alamos Neutron Science Center's (LANSCE) 800 MeV proton accelerator at
Los Alamos National Laboratory (LANL) and the ~570 MeV proton accelerator
at the Paul Scherrer Ingtitut (PSI). Irradiations at LANL were performed using
the Los Alamos Radiation Effects Facility (LASREF) which has been inactive
since March 1999. Eight inserts containing mechanical test specimens and
experimental capsules were designed and irradiated for 6 months during a period
from September 1996 to July 1997.[1] Then five new inserts were irradiated
from October 1998 to December 1998. During this irradiation campaign
approximately 5,000 specimens were irradiated. The maximum fluence
obtained was 3-4 x 10 p/m? which in the steels was ~ 12 dpa and 24 dpa in
tungsten. The irradiation temperature ranged from 50 to 200°C in the steels and
up to 270°C in the tungsten. Materials irradiated included structural materials



(304L/316L stainless steel, Inconel 718 in the precipitation hardened condition,
ModoCr-1Mo, F82H, AI6061-T6, AlI5052-O), target materiadls (tungsten,
tantalum and Ta-10W) and components (clad tungsten neutron source, lead
blanket, tungsten decay heat measurement insert, In situ corrosion measurement
insert).

Concurrently, in 1996 an irradiation program was initiated at PSl. This
irradiation uses the target at the end of the ~570 MeV, 85001A SINQ accelerator
and is called the SINQ Target Irradiation Program (STIP)[2]. The first
irradiation was carried out from July 1998 to December 1999 (STIP-1). A
maximum fluence of 3.2 x 10® p/m? was achieved equivalent to ~12 dpain steel
and the irradiation temperature ranged from 70 to 350°C. Numerous different
alloys were irradiated during this irradiation. Those tested at LANL were rods
of Mod9Cr-1Mo and 316L. A second irradiation, STIP-II, finished at the end of
2002. Specimens are presently being sent to laboratories for analysis. A third
irradiation, STIP 11l isin progressand STIP IV is scheduled to start in 2005.

2. Highlights of Results

The LANSCE irradiations using the 800 MeV accelerator yielded results in
areas of corrosion of materials in a proton beam, solid target neutron source
design and experience and the effects of high energy proton fluence on the
mechanical properties of materials. In the first 2 months of the 1996-1997
irradiation, a large among of tungsten was found in the cooling water for a bare
tungsten rod neutron source.[3] This insert was removed and diametral
measurements confirmed a corrosion rate of ~1 mm/year in the proton beam.
Another insert was specifically designed to measure corrosion in situ while the
proton beam was running. Data from corrosion testing using this insert proved
that a much lower corrosion rate was observed for 316L stainless steel and
Inconel 718 (~5um/year).[4] In addition, a dlip clad tungsten neutron source
was designed and irradiated successfully in the 800 MeV, 1 mA proton beam for
6 months of operation.[5]

Numerous mechanical test specimens were irradiated in the 800 MeV
proton beam to a maximum dose of 12 dpa at irradiation temperatures of 50-
200°C. Numerous results were obtained on the effects of high energy protons on
the mechanical properties of materials.[6] One specific highlight showed that
when comparing the tensile properties measured on 316L stainless steel after
irradiation in a proton beam to those measured after irradiation in a fission
neutron flux, a drop in ductility (strain-to-necking) is observed ~ 10 dpa sooner



than observed under the same irradiation and test temperatures in a fission
neutron flux.[7]

Numerous results on the effects of high energy proton irradiation on the
mechanical properties of materials have aso been published from data measured
on specimens irradiated in STIP I[8]. The major difference from the STIP
irradiations versus the LANSCE irradiation is that the test temperature is 100-
200°C higher for materials irradiated in the STIP irradiations. Recently
specimens were tested at LANL of 316L and Mod-9Cr-1Mo after being
irradiated in the STIP | irradiation at 225 to 300°C. Specimens were irradiated
inrod form to a maximum dose of 9.8 dpa. To obtain mechanical propertiesin 3
pt. Bending, specimens were sliced from the rods in the hot cells to obtain
rectangular specimens with the dimensions of 2mm x8mm x0.25 mm. The
surfaces of these specimens were ground with 800 grit paper before testing. The
stress vs. strain in the outer fiber is plotted for 316L tested at 25-350°C in Fig.
1A and Mod 9Cr-1Mo tested at 25-500°C in Fig. 1B. These curves show two
tests plotted for each condition. Very good agreement is observed for all curves.
The data show the significant effect of irradiation on increasing bending yield
stress as well as the effect of increasing temperature on decreasing bending yield
stress.  Increasing temperature appears to have a larger effect on the bend yield
stress for the irradiated specimens as some recovery of the irradiated
microstructure occurs during testing at higher temperatures. Photos of the bent
surfaces are shown in Fig. 2(A+B). These show more localized deformation in
the irradiated specimens. This testing is in progress and more detailed results
will be presented at alater data.

3. FutureNear Term Testing

Future plans at the LANL hot cells will involve testing of ferritic/martensitic
alloys after irradiation in STIP I, 111 and IV irradiations at irradiation and test
temperatures of 400 to 700C. In addition, specimens irradiated in a fast neutron
flux to high dose are also of importance to the Advanced Fuel Cycle Initiative
and Generation IV Reactor Programs. It was recently learned that
approximately 2000 previously untested specimens are available irradiated in
the Fast Flux Test Facility (FFTF) in the Liquid Metal Fast Breeder Reactor
(LMFBR) MOTA-1 and Fusion MOTA-2 series of experiments. Many of these
specimens were irradiated to 100 to 200 dpa at temperature from 400 to 700°C.
Materials available are heats of HT-9, MA-957 and 9Cr-1Mo in the form of
pressurized tubes, tensile specimens, compact tension and transmission electron
microscopy (TEM) disks.



4. New Test Station Proposal

To advance the maturity of the technology needed to prove the feasibility and
performance of the Advanced Fuel Cycle Initiative and Generation-IV systems,
the effect of irradiation and corrosion of materials and fuels needs to be
addressed. The US is fortunate to have the world class LANSCE accelerator
facility at Los Alamos. By adding a Materials Test Station (MTS) in an existing
experimental hall, the US would have a broad-spectrum irradiation test facility
for performing the needed research.
LANSCE-MTS consists of the existing accelerator, a spallation target, a
reflector and sample irradiation locations. The spallation target, reflector and
sample irradiation locations are al contained in a vacuum vessel that are
positioned at the end of the 800 MeV LANSCE accelerator as shown in Figure
3.
The LANSCE/MTS attributes include:

»  Neutron spectrum similar to that of afast reactor (necessary for actinide

transmutation),
neutron intensity up to 1x10% n/cm?s,
» the flexibility for testing of materials in different coolants and
temperatures simultaneoudly in closed loops,

e transient testing and run to failure, and

» theahility to achieve high helium generation in structural materials.
Because the MTS is a small upgrade to an existing facility, it can be brought on
line quickly and at a modest cost. Theinstallation is estimated to cost $20M and
take 3 years. Operation costs are estimated to be approximately $3M per year
there after.



Stress vs. Strain for the Outer Fiber of 316L Specimens
Tested in 3 pt. Bending
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Stress vs. Strain for the Outer Fiber of Mod 9Cr-1Mo Specimens
Tested in 3 pt. Bending
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Figure 1 Plots of Stress vs. Strain for the outer fiber of 3 pt. Bend specimens (A. 316L
stainless steel, B. Mod 9Cr-1Mo) before and after irradiation in a high energy proton
beam. Specimens were tested at 25, 250, 350 and 500°C.
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Figure 2 Optical photos showing outer surface of (A) Unirradiated and (B) Irradiated (9.8
dpa) Mod 9Cr-1Mo specimens after bending to ~10% strain in the outer fiber. Width of
specimensis 2 mm (approximately 20X magnification).

Figure 3. MTS Vacuum Tank, Shield and Target Assembly Shown Nested Within it's
Shielding. The Vacuum Tank is 13 feet in Diameter



References

1. S A. Maoy, W. F. Sommer, R. D. Brown, J. E. Roberts, J. Eddleman, E.
Zimmermann, and G. Willcutt, "Progress Report on the Accelerator Production
of Tritium Materials Irradiation Program," in Materials for Spallation Neutron
Sources, M. S. Wechder, L. K. Mansur, C. L. Snead, andW. F. Sommer, Eds.,
(The Minerals, Metals & Materials Society, 1998) p. 131-138.

2. Y.Da and G. S. Bauer, "Status of the First SINQ Irradiation Experiment,
STIP-1," J. Nuc. Mat., 296, 43-53, (2001).

3. W. F. Sommer, "Proton Beam Effects on W Rods, Surface Cooled by
Water," in 2nd International Workshop on Spallation Materials Technology, F.
Carsughi, L. K. Mansur, W. F. Sommer, andH. Ullmaier, Eds., (Ingtitut fur
Festkorperforschung, Julich, Germany, 1997) p. 215-230.

4. R.S. Lillard, G. T. Chandler, P. D. Ferguson, F. D. Gac, M. R. James, S. A.
Maloy, M. A. Paciotti, L. S. Waters, and G. J. Willcutt, "Corrosion
M easurements on APT Prototypic Materials in the LANSCE High Power Proton
Beam and Applicability to Other Systems Eds., (Los Alamos Nationa
Laboratory, Los Alamos, NM, 2003) p. 175-192.

5. W.F. Sommer, S. A. Mdoy, M. R. Louthan, G. J. Willcutt, P. D. Ferguson,
and M. R. James, "Performance of a Clad Tungsten-Rod Spallation-Neutron-
Source Target," J. Nuc. Mat., (submitted).

6. S. A.Maoy, M. R. James, G. Willcutt, j. W.F. Sommer, M. Sokolov, L. L.
Snead, M. L. Hamilton, and F. Garner, "The mechanical properties of
316L/304L stainless steels, Alloy 718 and Mod 9Cr-1Mo after irradiation in a
spallation environment,” J. of Nuclear Materials, 296, 119-128, (2001).

7. S.A.Maoy, M. R. James, W. R. Johnson, T. S. Byun, K. Farrell, and M. B.
Toloczko, "Comparison of Fisson neutron and proton/spallation neutron
irradiation effects on the tensile behavior of type 316 and 304 stainless steel," J.
Nuc. Mat., 318, 283-291, (2003).

8. Y. Da, X. J. Jia, and K. Farrell, "Mechanical Properties of Modified 9Cr-
1Mo (T91) Irradiated at < 300C in SINQ Target-3," J. Nuc. Mat., 318, 192-199,
(2003).



	STRUCTURAL MATERIALS FOR ADS
	S. MALOY, M. CAPPIELLO

	1. Introduction
	2. Highlights of Results
	3. Future Near Term Testing
	4. New Test Station Proposal
	Figure 1
	Figure 2
	Figure 3

	References



